Placer County Air Pollution Control District

Balance Weekly Self-Inspection Checklist

Facility Name: Week of Year:

Complete this form weekly to document your routine self-inspections. Failures must be repaired and documented on the Maintenance/Repair/ISD Alarm Log.

Dispenser Unihose or Fuel Grade Nozzle Hose Breakaway Interlock
Number Circle One
Unihose 87 89 091 Pass Fail Pass Fail Pass Fail Pass Fail
Unihose 87 89 91 Pass Fail Pass Fail Pass Fail Pass Fail
Unihose 87 89 091 Pass Fail Pass Fail Pass Fail Pass Fail
Unihose 87 89 91 Pass Fail Pass Fail Pass Fail Pass Fail
Unihose 87 89 091 Pass Fail Pass Fail Pass Fail Pass Fail
Unihose 87 89 91 Pass Fail Pass Fail Pass Fail Pass Fail
Unihose 87 89 091 Pass Fail Pass Fail Pass Fail Pass Fail
Unihose 87 89 91 Pass Fail Pass Fail Pass Fail Pass Fail
Unihose 87 89 091 Pass Fail Pass Fail Pass Fail Pass Fail
Unihose 87 89 91 Pass Fail Pass Fail Pass Fail Pass Fail
Unihose 87 89 091 Pass Fail Pass Fail Pass Fail Pass Fail
Unihose 87 89 91 Pass Fail Pass Fail Pass Fail Pass Fail
Unihose 87 89 091 Pass Fail Pass Fail Pass Fail Pass Fail
Unihose 87 89 91 Pass Fail Pass Fail Pass Fail Pass Fail
Unihose 87 89 091 Pass Fail Pass Fail Pass Fail Pass Fail
Unihose 87 89 91 Pass Fail Pass Fail Pass Fail Pass Fail
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Placer County Air Pollution Control District

Clean Air Separator Quarterly Self-Inspection Form for

Facility Name:

Balance Systems

This form is only applicable to facilities that have a Clean Air Separator.

Year:

Complete this form quarterly to document your routine self-inspections. Failures must be repaired and
documented on the Maintenance/Repair/ISD Alarm Log. See attached illustrations of proper operating
configurations.

Circle whether the valve is open or closed and the plug is installed or missing.

Quarter 1 Date of Inspection:

Quarter 2 Date of Inspection:

Valve A Open Closed Valve A Open Closed
Valve B Open Closed Valve B Open Closed
Valve C Open Closed Valve C Open Closed
Valve D Open Closed Valve D Open Closed
Plug E Installed Missing Plug E Installed Missing
Plug F Installed Missing Plug F Installed Missing
Quarter 3 Date of Inspection: Quarter 4 Date of Inspection:
Valve A Open Closed Valve A Open Closed
Valve B Open Closed Valve B Open Closed
Valve C Open Closed Valve C Open Closed
Valve D Open Closed Valve D Open Closed
Plug E Installed Missing Plug E Installed Missing
Plug F Installed Missing Plug F Installed Missing
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Placer County Air Pollution Control District

Maintenance/Repair/ISD Alarm Log

Facility Name: Year:

Complete an entry for each time troubleshooting, maintenance, and/or repair work is performed. Record each ISD alarm, if applicable. Attach applicable
receipts and work orders.

Time & Date/
ISD Alarm on Troubleshooting, Date of | Repair | Technician Information (Name, Time
Time & Console Maintenance, or Repair | Service | Service | Affiliation, Phone, Certification | Removed
Date (If Applicable) Performed Call Date Number) from Component or System Failures
Service
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Phase Il EVR System
Balance Self-Inspection Procedures

Attached are the instructions on how to perform the required self-inspection from CARB’s
Installation, Operation, and Maintenance Manual (IOM) for Executive Orders VR-203 and VR-
204.
Nozzle Inspection Procedures
Emco Nozzle (pages 1 and 2)
VST Nozzle (pages 3 through 5)
Hose Inspection Procedures (page 6)
Breakaway Inspection Procedures (page 6)
Interlock Inspection Procedures
Emco Nozzle (pages 7 and 8)
VST Nozzle (page 9)

Clean Air Separator Normal Operating Configuration Diagrams from the CARB’s Executive

Order VR-203 & VR-204 (pages 10 and 11)
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EMCO NOZZLE

Nozzle Procedure Fail Corrective Reference Authorized
Component Criteria Action Manuals Personnel
Latch Kit Repair:
Lever Hold EMCIOACertified Technician
I eve
Opelz_n Latch, L Replace with new EMCO latch kit
ever Inspect for defects Damaged or missing or nozzle IOM -6 Nozzle Replacement:
Guard '
cuts or damage to GDF Owner/Operator or
the: EMCO Certified Technician
Level A
Lever Spout Kit Repair:
Hold Open Latch EMCO Certified Technician
Lever Guard Level A
Spout Spout Replace with new EMCO Spout IOM -6
Sheared or bent Kit or nozzle IOM -7 Nozzle Replacement:
GDF Owner/ Operator or
EMCO Certified Technician
Level A
Blockage Repair:
Spo:(t)l\gent Vent hole blocked Clear blockage IOM -6 Sl\Dﬂlégvg:r;(retri/f(i)e%e?égar?ircian
Level A
> than 0.4 sq. inches of Boot Face Kit Repair:
boot face material is EMCO Certified Technician
Inspect for defects, miss_,in_g (e.g. A t(iangu_lar _ Level A
Boot Face cuts or damage to or similar shape in which Replace W|th_ new EMCO boot IOM -6
the: greater than 7/16 inches of face kit or nozzle IOM -7 Nozzle Replacement:
the boot face GDF Owner/Operator or
circumference is missing EMCO Certified Technician
Spout Vent Hole [accumulated]) Level A
Boot Face Bellows Kit Repair:
Bellows EMCO Certified Technician
Level A
Bellows A cut across 7 consecutive | Replace with new EMCO bellows IOM -6
bellows convolutions kit or nozzle IOM -7 Nozzle Replacement:

GDF Owner/Operator or
EMCO Certified Technician
Level A
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EMCO NOZZLE

Insertion
Interlock
Rod

Band
Clamps

Serial Plate,
Security
Rivet

Inspect for defects,
cuts or damage to
the:

Insertion Interlock
Rod
Band Clamps
Serial Plate
Security Rivet

Insertion interlock rod
sticks during engagement
or disengagement

Replace with new EMCO Spout
Kit or nozzle

IOM -6
IOM -7

Spout Kit Repair:
EMCO Certified Technician
Level A

Nozzle Replacement:

GDF Owner/Operator or
EMCO Certified Technician
Level A

Damaged or missing

Replace with new EMCO band
clamp kit or nozzle

IOM -6
IOM -7

Band Clamp Kit Repair:
EMCO Certified Technician
Level A

Nozzle Replacement:

GDF Owner/Operator or
EMCO Certified Technician
Level A

Damaged or missing

Replace with new EMCO nozzle

IOM -6

Nozzle Replacement:

GDF Owner/Operator or
EMCO Certified Technician
Level A
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VST NOZZLE

Nozzle Fail Corrective Reference Authorized
Component | Procedure Criteria Action Manuals Personnel
E\%fl?ever Inspect for Nozzle Replacement:

. nsp - Damaged or missing Replace with new VST nozzle IOM-6 GDF Owner/Operator or
guard, lever | imperfections, cuts, VST ASC Levels A B. C. or D
lock or damage to the: T

IOM-7 Front-End Repair:
Nozzle | MOzl Lever it new VST FrontEnd Kit VST ASC Levels A, B, G, or
Lever Guard Sheared or bent DNozzle Replacement:
Spout Lever Lock or . GDF Owner/Operator or
Spout Replace with new VST nozzle IOM-6 VST ASC Levels A B. C. or D
Spout Vent Hole ——
Nozzle Fgce Seal IOM-6 Blockage Repair:
Interlock Rod Vent hole blocked Clear blockage i GDF Owner/Operator or
Vent Hole
Vapor Collection VST ASC Levels A, B, C,orD
Sleeve. o Front-End Reai
L IOM-7 ront-End Repair:
Nozzle If greater than 18 inches Replace vapor collection kit VST ASC Leve?ls A B C orD
Collection ;?gelre &%Ehoozzztsiélfhes of Nozzle Replacement:
Sleeve material missing) Replf\ce nozzle with new VST IOM-6 GDF Owner/Operator. or
nozzie VST ASC Levels A, B, C, or D
. Front-End Repair:
Greater than 30% of the | Replace vapor collection kit IOM-7 VST ASC Levels A, B, C, or D
Nozzle Face material is missing
Seal (if greater than 2.5 inches of Nozzle Replacement:
the accumulated faceplate Replace nozzle with new VST IOM-6 GDE Owner/O '
circumference is missing) nozzle wner/Operator or
VST ASC Levels A, B, C, or D
Nozzle Front-End Repair:
Front-End . . Replace vapor collection kit IOM-7 VST ASC Levels A, B, C,orD
Kit Alignment lines are
(Collection misaligned and/or the Nozzle Rep] .
sleeve and assembly is askew Replace nozzle with new VST IOM-6 G(I)DZFZ gwﬁsr%:ggztr:)r. or
face seal) nozzle VST ASC Levels A, B, C,orD
IOM-7 Front-End Repair:
. . Replace vapor collection kit i VST ASC Levels A, B, C,orD
Nozzle Interlock rod sticks during
Interlock Nozzle Inspection engagement or Nozzle Repl -
Rod disengagement Replace nozzle with new VST IOM-6 0zzle Replacement:

nozzle

GDF Owner/Operator or
VST ASC Levels A, B, C,orD
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VST Nozzle

Spout

Face Seal

Convolution

Vapor Collection Sleeve
VCS

Spout Vent Hole —/

Latch
Ring

Band Clamps

Lever T

Model Name Plate Rivet to

bottom of Guard

REBUILT EVR NOZZLE Serial No.
' Engraved In
(Q @ } [ o (5D ] Cafting
Model: VST-E¥R-NB Wodel, YST-EVR-HB Fx GSXXXXX
New Rebuilt XXXXX =
Sequential No.
Lcver Guard w/

Secondary Release Mechanism

Bump Pin / j

17/8-12 UN
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VST G2 Nozzle

Spout

Face Seal

Convolution

Spout Vent Hole Vapor Collection Sleeve

VCS

Latch Ring G2 On Band Clamp

Band Clamps
Lever T
Model Name Plate Rivet to
bottom of Guard )
REBUILT EVR NOZZLE %?g?‘ii?i‘ ]_[]
E O @J % & @] Casting
Mol VRT-IVEI Moddh VBT R HE L—" Ex. GSXXXXX
New Rebuilt XXXXX =
G2 Text in Blue Sequential No.
Lever Guard

17/8-12 UN
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Weekly Inspections —Hanging Hardware

Component Procedure Fail Corrective Reference Authorized
Criteria Action Manuals Personnel
Tighten connections or replace with Nozzle, hose, or breakaway
Presence of a leak n '3\/ roduct : P Wi IOM-6 replacement:
€W produc GDF owner/operator or
I Inspect each hose, ] ] ] ] VST ASC Levels A, B, C,orD
Nozzle breakaway, and Presence of residue Tighten connections or replace with ||/ o or
Hose nozzle for loose from a leak new product EMCO Level A
Breakaway h
connections or leaks Visibl ;
b IsIble 0-ring Tighten connections or replace with | | o+ o Component repair:
etween any _ | new product - VST ASC Levels A, B, or C
component connection or EMCO Level A
Component | Procedure Fail Corrective Reference Authorized
Criteria Action Manuals Personnel
Inspect hoses for Kinks, cracks, gose repla&;ement:
Coaxial wear, severe kinks splitting, non- . DF owner/operator or
' L ' L2 - Replace with new hose IOM-8 VST ASC Levels A, B, C, or D
Hose cracks, splitting, and functional swivels, or or
functional swivels any visible openings EMCO Level A
Component | Procedure Fail Corrective Reference Authorized
Criteria Action Manuals Personnel
Replace breakaway:
Inspect breakaway for | Presence of a leak GDF Owner/Operator or
Breakaway P Y Replace with new breakaway IOM-9 VST ASC Levels A, B, C,orD
leaks around the scuff | around the scuff or
or EMCO Level A
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EMLCO
WHEATON RETAIL

Bt Faon
"

S

Spount LLaich Ring

Models A4005EVR & RA4005EVR
Balance Vapor Recovery Nozzles
Weekly Insertion Interlock Test Procedure

Eanlorws

Haold-opan Latdn

DObjective: The pumpose of this test procedure is 1o verify proper field operation of the Model A4005EVR noz-
Zie inserion intedock during engagement or disengageameant.

» Gasoline Approved Conlainar
+ Protective Gloves

CAUTION:

1. Always barricade work ama to keap pedestrians and vehicles from accessing the dispenser during testing of

the noazzla.

2. Always use a gasoline approved container when performing any type of testing or preventive maintenance
an hanging hardware components. (nozzle, hose swivel, breakaway and hoses)

3. Always poinl the end of the spoul downwards inlo a gasoline approved container when perormming the
Weakly Insertion Inledock Test Procedure. Failure may resull in a hazardous gasoline spill or personal injury

and/ or death.

4. Always make sure the dispenser is de-activated (off) while pedomming the Weekly Insertion Interdock Test
Procedura. Failure may result in a hazardous gasoline spill or personal injury and/ or death.

1. Remove the nozze from the
dispenser cradle without touching
the lever. i the hold-open latch is
engaged, the nozzle fails. The
nozzle shall not be used and
must be immediately laken out of
Sarvica.

2. Point the end of the spout
downwards into a gasoline
approval container.  Engage
(squeaze) the lever without com-
pressing the bellows. Peadorm
this step a minimum of three
times & assure the lever has free
motion and no tension (dead
b

IMPORTANT: If at any irme while
performing step 2 the lever
axhibils tension (live lever), tha
nozzle fails. The nozzle shall not
be used and must be immeadiate-
ly taken out of serice.

3. If the lever exhibits no tension
(dead lever) while performing
step 2, the nozzle has sucoess-
fully passad. Record the results
an the Lever Vedfication Fomm
and procesd to step 4.
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EMCD
WHEATON RETAIL

4. While pointing the end of the
spout downwards into a gasoline
approved container compress the
ballows from its “free” extended

posiion, and engage (squeaza)
the lever. If he lever exhibis no
ension (dead lever), the nozzle
fails. The nozzke shal not be
used and musl be immeadiately
aken out of sarvica.

IMPORTANT: Whean compress-
ing the beliows, the lever wall
axhibit tension (live lever) allow-
ing bath the fuel and vapor valves
inside the nozzle 1o open Lo
atmosphearna.

T. If the lever exhibits no ten-
sion (dead lever) whie per
forming slep 6, the nozzle has
successiully passed. Place the
nozzle back on the dispanses
cradle and record the results
on the Insertion Interock
Verfication Form.

Z300 industal Parik Or. + ‘Wison, NG 27893 « 25224080150 + 25224347 59 | fax)

Models A4005EVR & RA4005EVR
Balance Vapor Recovery Nozzles
Weekly Insertion Interlock Test Procedure

5. While keeping the lever
engaged, slowly allow the bel
lows Lo exdend to its “frea” posi-
tion in a controlled manner that
simulates mmoving the nozze
from a vehicle fill pipe. Make sura
that the boot face is nol caught
on the spout latch ring.

IMPORTANT: The fuel and vapor
valves will close once the ballows
reaches iE extended posiion. A
“click” will indicate both vales
ane closed and the insedion inter-
lock is disengaged.

Emc o Wheaton Retail Comp.

51842 11 743 | Tachrioa | Servion s, Calidornim )

6. While pointing the end of the
spout downwards into a gasoline
approved conlainer, engage
(squeaza) the lever without com-
pressing the ballows. Perfomm
this step a minimum of three
tirmes o assure the lever has frea
motion and no tension (dead
lener).

IMPORTANT: If at any time whike
parforming step & the lever
axhibits lension (live lkever), the
nozzhe fails. The nozzle shall not
be used and must ba immadiate-
Iy taken out of service.

[aliaf=Taul ]
e A, 11012
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Weekly Interlock Inspection — VST Nozzles

Check A

Check B

1) Make sure dispenser is de-activated (do not turn dispenser on).
2) Lift the nozzle from the dispenser cradle without touching the lever.
3) If hold-open latch is engaged, the nozzle fails. Tag out this Fueling
Point and have the nozzle immediately serviced or replaced.
4) Point nozzle spout into a gasoline compatible container. Do not
compress vapor collection sleeve (VCS).
5) Pull lever to make sure there is no spring tension.
If the lever has no spring tension (dead lever), the nozzle passes.
If the lever has spring tension (live lever i.e. same as dispensing
fuel), the nozzle fails.
6) If Check A fails, tag out this Fueling Point and have the nozzle
immediately serviced or replaced. Reference nozzle installation or nozzle
repair instructions in the ARB Approved Installation, Operation, and
Maintenance Manual of the appropriate Executive Order.
7) If Check A passes, proceed to Check B.

1) While still pointing the nozzle spout in the gasoline compatible container
and with the dispenser de-activated, compress the vapor collection sleeve
(VCS) by pressing on the face seal, and confirm the lever has spring
tension (live lever).

2) Release the VCS and the lever. Then pull the lever and confirm the
lever has no spring tension (dead lever). Make sure that the face seal is
not caught on the spout latch ring.

3) If lever goes live when the VCS is compressed, and goes dead after the
VCS and lever are released, then the nozzle passes.

4) If lever stays dead (when the VCS is compressed) or stays live (after
the VCS and lever are released), then the nozzle fails.

5) If check B fails, tag out this Fueling Point and have the nozzle
immediately serviced or replaced. Reference nozzle installation or nozzle
repair instructions in the ARB Approved Installation, Operation, and
Maintenance Manual of the appropriate Executive Order.
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VENT
D‘j/ VALVE
A (sUPPLIED BY

INSTALLER)

Figure 2B-7
Clean Air Separator Normal Operation Configuration

MIMIMUM SLOPE
1/8" PER FOOT,
100 FT. MAX.
LENGTH

FLOAT CHECK
VALVE

P/N 9486G
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IN NORMAL
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IN MORMAL
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IN MORMAL
OPERATION

AIR BREATHER
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P/N 9948

12" MINIMUM
ABOVE GRADE
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i
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Figure 2B-7H
Clean Air Separator Normal Operation Configuration

VENT VALVE
(SUPPLIED BY INSTALLER)

=——SUPPORT AIR BREATHER PIPE ————
VERTICALLY WITH THE VENT LINE
SUPPORT SYSTEM OR ITS OWN
SUPPORT SYSTEM (DETERMINED BY
INSTALLER) TO MEET LOCAL CODES.

FLOAT CHECK VALVE
P/N 9466G
OVERFILL PROTECTION

PITCH TOWARD VENT
100" MAX. LENGTH

MINIMUM SLOPE 1/8” PER FOOT

N

AIR BREATHER ASM.

AR (IN/OUT)
P/N 9948
12' MINIMUM
ABOVE GRADE
PLUG
J/AN J/AN
—
o AR
~_
v~ T T~
N
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N VAPOR
R /
B — -

It

T
| —| I/

BALL VALVES
LOCKED CLOSED
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IN NORMAL
OPERATION

Tonc
IN NORMAL
OPERATION

BALL VALVE
LOCKED CLOSED

Dy

A.. " .
SR 2

BALL VALVE
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OPERATION
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